2.4 Technical Data for Insulator Unit

	
	
	Minimum Requirements

	No.
	Description
	Unit
	Data

	1 
	Manufacturer
	
	

	2 
	Type 
	
	cap and pin

	3 
	Standards
	
	IEC 60120

IEC 60305

IEC 60372

IEC 60383

IEC 60437

IEC 60672

IEC 601211

JUS N.F1.011

	4 
	Material
	
	toughened glass

	5 
	Disc diameter (max.)
	mm
	280

	6 
	Spacing
	mm
	146

	7 
	Minimum creepage distance
	mm
	390

	8 
	Protected creepage distance
	mm
	255

	9 
	Material of metal parts:
	
	

	10 
	· cap
	
	malleable or ductile cast iron

	11 
	· pin ball
	
	forged steel

	12 
	· security clip
	
	stainless steel

	13 
	· protection against pin corrosion
	
	sacrificial zinc sleeve around the pin

	14 
	· protection of ferrous parts
	
	hot-dip galvanised

	15 
	Mass of inc coating
	g/m²
	610

	16 
	Electromechanical failing load
	kN
	160

	17 
	Ball and socket size
	mm
	20

	18 
	Power frequency flashover voltage, dry, one minute
	kV
	80

	19 
	Power frequency flashover voltage, wet, one minute
	kV
	50

	20 
	Lightning impulse flashover voltage (+ ve), 50%
	kV
	125

	21 
	Lightning impulse flashover voltage (- ve), 50%)
	kV
	130

	22 
	Power frequency puncture voltage
	kV
	130

	23 
	Radio interference level at 10 kV
	dB
	22

	24 
	Mass of insulator unit (approx.)
	kg
	6


